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STATION CONVERTERS 


Two types of station converters are available: Signal-To-Tape and 
Tape-To-Tape. Their functien is to serve as a communicatiens link 
between 5 level and 8 level equipment. These sets are designed to 
operate on-line (signal-to-tape) or off-line (tape-to-tape), translating 5 
level code to 8 level code, or 8 level code to 5 level code. 


These. units.can be used at locations connected to external mes- 
sage and @ata communications circuits or private wire systems. 


The type ef converter used at a location depends upon the equip- 
ment utilized, the kind and amount of traffic handled, and message 
priority. 


Contrals for operating the sets are on a panel at the center of 
the console. A tase winder is:mounted on the left side of the cabinet 
for storing the tape output of a parallel-inout punch. The tape-to-tape 
cabinets also are equipped with a center-unwind reel to store messages 
for transmission. 


Electronic module-translators are stored in the lower portions of 
the cabinet, below the control panel. Medules slide outward for easy 
accessibility and are locked into place during operation. A push-type 
latch secures the door on each cabinet. 


These station converters are available to perform feur functions: 


Signal-To-Tape (5 to 8 level) 
Signal-To-Tape (8 to 5 level) 
Tape-To-Tape (5 io 8 level) 
Tape-To-Tape (8 to 5 level) 


SIGNAL-TO-TAPE OPERATION — The input is received sequentially 
from the line by the receiving selector. The selector changes the signal 
from seguential to parallel form and passes it on to the translator, where 
the code is converted, The translator sends the parallel signal to a tape 
punch, perforating the signal into paper tape. 


TAPE-TO-TAPE OPERATION — Input, in the form of punched tape, 
is placed into the tape reader, which sends the information to the trans- 
lator. The translator, after converting the code, passes the signal to a 
tape punch. This results in anether punched tape, converted from § to 
8 levels, or vice-versa. 


Teletype Sales Applications Engineers will #e pleased to answer 
questions you might have on these Station Converters. Phone numbers, 
wire ane mailing addresses are below. 


GENERAL @FFICES TW: 312-677-0700 GOVERNMENT LIAISON. OFFICE 
S555 Tovhy Avenve {24-hour aviomatic 425 . 13th Street, NW. 
Skokie, Hlincis answering service} Woshingten 4, #.C, 
Phones: ORchwrd.6-100@,. Skokie W, U. services @n premises Phone: MEtrepoliten 8- 1616 
C@rnelia 76700, Chicago Tetex: 02-5451 


Direct: Distance Dialing 
Area Cade 312 


